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AC/CD-7302
High Thermal & Ultra Low Modulus Material

Features and Benefits:

・ Ultra Low-Modulus (0.08 GPa) 
    to prevent solder crack

・ Excellent thermal conductivity:
    2 W/mK

・ Flexible insulating layer even 
    after heat curing

・ Excellent heat resistance and 
     insulation reliability

Product PET Film (um) Cu (um) Al (mm) Dielectric (um)

RCC (CD-7302) 50 70 - 100
Al-Base CCL (AC-7302) - 70 1.5 100

No need to worry about 
solder crack anymore!!!

Ultra Low-Modulus!!!

Unit Condition Typical Value

Thermal Conductivity Laser Flash W/mK A 2

Breakdown Voltage 100µm kV A 6.3
Withstand Voltage
at 1 Minute 100µm kV A >4.0

MΩm C-96/20/65 9.1×106

MΩ C-96/20/65 5.0×107

Dielectric Constant (Dk) @1MHz - C-96/20/65 5.5

Loss Tangent (Df) @1MHz - C-96/20/65 0.034

Solder Limit 300℃ Sec A >300

% E-24/50
+D-24/23 0.16

Peel Strength 70µm kN/m A 1.5

Tg DMA ℃ A 165

α1 @RT ppm/℃ A 35

α2 ppm/℃ A -

-40℃ 5

25℃ 0.08

125℃ 0.004

- UL 94 V-0 equiv.Flammability

Water Absorption

Test Item / Test Method

AGPa

CTE (X/Y/Z)

Volume Resistivity

Surface Resistance

Storage Elastic Modulus


