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Head Light Tail Light Outdoor Lighting Stadium Lighting

AC-7900
White-Colored Al-Base CCL

・ White Color and Excellent 
     Anti-Discoloration Property

・ High Breakdown Voltage with 
　 Glass Cloth

・ High Thermal Conductivity (1 W/mK)

・ Low Cost       

Features and Benefits: Unit Typical Value
Normal

Condition 2 × 109

After
Treatment 1 × 107

Volume Resistivity Normal
Condition MΩm 2 × 107

Surface Resistance Normal
Condition MΩ 3 × 109

Dielectric Constant (Dk) Normal
Condition － 7.0

Loss Tangent (Df) Normal
Condition － 0.020

Solder Limit 300ºC Sec > 300

Peel Strength 35um kN/m 1.8 @RT
1.5 @100ºC

Thermal Conductivity Laser Flash W/mK 1.0

CTE Warp / Fill ppm/ºC 13 / 14

Tg DMA ºC 160

Flammability UL-94 － V-0

Breakdown Voltage Normal
Condition kV > 4 @60um

> 7 @120umm

Test Item / Test Method

Insulation Resistance MΩ

Product Cu (um) Al (mm) Dielectric (um)
Al-Base CCL (AC-7900) 35 / 70 / 105 1.0 / 1.5 / 2.0 60 / 120

White Color and Excellent 
Anti-Discoloration Property!!!

High Breakdown Voltage 
with Glass Cloth!!!


