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5G

mmWave Telecom 5G Antenna Power Amplifier

AD-3379
Ultra Low Loss Bonding Sheet    

・ Ultra Low Loss for mmWave 
     Application

・ Low Water Absorption 

・ UL 94 V-0 Equivalent

・ Superior Thickness Tolerance

・ Low Cost

Features and Benefits: Unit Condition Typical Value

Dielectric Constant (Dk) @10GHz － A 3.1

Loss Tangent (Df) @10GHz － A 0.0018

Initial C-96/20/65 5 × 108

After Boiled C-96/20/65
+D-2/100 1 × 108

Initial C-96/20/65 6× 108

After
Humidity

C-96/20/65
+C-96/40/90 4 × 108

Initial C-96/20/65 9× 109

After
Humidity

C-96/20/65
+C-96/40/90 9× 109

ºC DMA 240

CTE (Z) α1 ppm/ºC A 38

Solder Limit 260ºC Sec A > 300

Peel Strength @HVLP 18μm N/mm A 0.7

% E-24/50
+D-24/23 0.08

－ UL 94 V-0 equiv.Flammability

Water Absorption

Tg

Surface Resistance

 Test Item / Test Method

MΩ

Volume Resistivity MΩm

Insulation Resistance MΩ

Product Cu (um) Dielectric (mm)

Bonding Sheet (AD-3379) - 0.10/ 0.13

RCC (CD-3379) 35 0.10/ 0.13

Ultra Low Loss!!!

 PPE Resin!!!


