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AD/CD/AC-7200TY
High Thermal Conductive Material 【5W/mK】

Features and Benefits:

・ Excellent Thermal Conductivity:
　 5W/mK

    
・ Excellent Handling

・ High Thermal Resistance and 
      Low CTE Material

・ Excellent Insulation Reliability 

Low-CTE 6ppm!!! 

Unit Condition Typical Value

W/mK A 5

Breakdown Voltage 120um kV A >4
Withstand Voltage at
1 Minute 120um kV A >4

MΩm C-96/20/65 6.1 X 106

MΩ C-96/20/65 2.0 X 108

Dielectric Constant (Dk) @1MHz - C-96/20/65 4.77

Loss Tangent (Df) @1MHz - C-96/20/65 0.0135

260ºC >300

300ºC >120

% E-24/50
+D-24/23 0.11

kN/m A 1.1

Tg DMA ºC A 200

α1 6

α2 36

30ºC 15

260ºC 0.9

- A 0.18

Test Item / Test Method

Thermal Conductivity

Sec A

Water Absorption

Solder Limit (Float)

Volume Resistivity

Surface Resistance

Peel Strength

Poisson Ratio

ppm/ ºC ACTE (X/Y/Z)

GPa AStorage Elastic Modulus

Product PET Film (um) Cu (um) Al (mm) Dielectric (um)
Bonding Sheet (AD-7200TY) 38 - - 120
RCC (CD-7200TY) 38 35 - 80 / 120
Al-Base CCL (AC-7200TY) - 35 / 70 1 / 1.5 / 2 120

High Thermal Conductivity 5W/mK!!!


